
Thrust pad (HE14)

Description

Material:

   ·pin: steel, case-hardened, blackened;

   ·body: steel, galvanised;

   ·threaded pin: steel, blackened, with brass bolt;

   ·mounting block: zinc die-cast, plastic coated, black;

   ·knob: steel, blackened;

   ·lock nut: steel, blackened.

Characteristics:

   ·the push plunger is suitable for easy and safe positioning of work pieces or components prior to clamping or assembly;

   ·locating pins of your own profile or design can be attached to our threaded pin types;

   ·type 1: with female thread;

   ·type 2: with tipped point;

   ·type 3: with rounded pin;

   ·type 4: with prism;

   ·l1 is 8 at HE14.1207.0100; 10 for HE14.1607.0100; 12 for HE14.2007,0100;

   ·R is 4,5 at HE14.1207.0300; 6,0 for HE14.1607.0300; 7,2 for HE14.2007.0300;

   ·L7 is 26 at HE14.1207.0100; 34 for HE14.1607.0100 - HE14.2007.0100; 26 for HE14.1207.0200; 34 for HE14.1607.0200 - HE14.2007.0200; 26 for 

HE14.1207.0300; 34 for HE14.1607.0300 - HE14.2007.0300; 26 for HE14.1207.0400; 34 for HE14.1607.0400 - HE14.2007.0400;

   ·L8 is 14 at HE14.1207.0100; 18 for HE14.1607.0100 - HE14.2007.0100; 14 for HE14.1207.0200; 18 for HE14.1607.0200 - HE14.2007.0200; 14 for 

HE14.1207.0300; 18 for HE14.1607.0300 - HE14.2007.0300; 14 for HE14.1207.0400; 18 for HE14.1607.0400 - HE14.2007.0400;

   ·temperature range up to a maximum of 100°C;

   ·L3 in the table represents the stroke (mm);

   ·F1(N) and F2(N) represent the resilience.

Article Code D D1 D2 d d1 d2 L L1 L2 L3 L4 L5 L6 l F1(N) F2(N) SW SW1Type Material

HE14.1207.0100 M12 x 1,5 9,0 21 4,3 M4 M4 46,0 19 12 6 6 35 25 11,5 16 35 8 191 Steel

HE14.1207.0200 M12 x 1,5 9,0 21 4,3 M4 46,0 19 12 6 6 35 25 11,5 16 35 8 192 Steel

HE14.1207.0300 M12 x 1,5 9,0 21 4,3 M4 46,0 19 12 6 6 35 25 11,5 16 35 8 193 Steel

HE14.1207.0400 M12 x 1,5 9,0 21 4,3 M4 46,0 19 12 6 6 35 25 11,5 16 35 4 194 Steel

HE14.1607.0100 M16 x 1,5 12,0 21 5,3 M5 M5 56,0 27 14 8 8 47 35 15,5 25 71 10 241 Steel

HE14.1607.0200 M16 x 1,5 12,0 21 5,3 M5 56,0 27 14 8 8 47 35 15,5 25 71 10 242 Steel

HE14.1607.0300 M16 x 1,5 12,0 21 5,3 M5 56,0 27 14 8 8 47 35 15,5 25 71 10 243 Steel

HE14.1607.0400 M16 x 1,5 12,0 21 5,3 M5 56,0 27 14 8 8 47 35 15,5 25 71 6 244 Steel

HE14.2007.0100 M20 x 1,5 14,5 25 5,3 M5 M6 69,5 33 14 10 10 47 35 15,5 40 130 12 301 Steel

HE14.2007.0200 M20 x 1,5 14,5 25 5,3 M5 69,5 33 14 10 10 47 35 15,5 40 130 12 302 Steel

HE14.2007.0300 M20 x 1,5 14,5 25 5,3 M5 69,5 33 14 10 10 47 35 15,5 40 130 12 303 Steel

HE14.2007.0400 M20 x 1,5 14,5 25 5,3 M5 69,5 33 14 10 10 47 35 15,5 40 130 8 304 Steel
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