
Lobe handwheel elongated with threaded stud (AC63)

Description

Material:

   ·knob: reinforced polyamide (PA-GF);

   ·insert: zinc plated steel (6g tolerance).

Characteristics:

   ·surface: satin;

   ·colour: black (RAL 9011);

   ·temperature range from a minimum of -30°C to a maximum of 135°C.

Article Code D D1 L1 D2 d d1 L L2 L3 l Material

AC63.3039.3150 30 M6 15 13,5 12 15,0 47 14 33,5 2,0 PA-GF / Steel

AC63.3039.4300 30 M8 30 13,5 12 15,0 47 14 33,5 2,0 PA-GF / Steel

AC63.4139.5150 41 M10 15 16,5 12 17,0 54 19 35,0 3,0 PA-GF / Steel

AC63.4139.4200 41 M8 20 16,5 12 17,0 54 19 35,0 3,0 PA-GF / Steel

AC63.5239.5400 52 M10 40 17,5 14 19,0 61 22 39,0 2,5 PA-GF / Steel

AC63.5239.4150 52 M8 15 17,5 14 19,0 61 22 39,0 2,5 PA-GF / Steel

AC63.5239.4309 52 M8 30 18,0 14 21,0 80 22 58,0 2,5 PA-GF / Steel

AC63.5939.5400 59 M10 40 23,0 24 24,0 83 25 58,0 4,0 PA-GF / Steel
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