
Handle with threaded hole (AF15)

Description

Material:

   ·handle: reinforced polyamide (PA-GF); oils and greases resistant;

   ·bore: female threaded blind hole, obtained by moulding the plastic.

Characteristics:

   ·surface: satin;

   ·colour: black;

   ·temperature range from a minimum of -20°C to a maximum of 110°C.

Special request:

It is possible to supply the handle with threaded hole in colours as shown in the table on request and for quantities.

Article Code d L D D1 l Material

AF15.1043.0500 M10 50 20 15 25 PA-GF

AF15.1043.0600 M10 60 23 18 30 PA-GF

AF15.1043.0690 M10 70 25 19 30 PA-GF

AF15.1043.0800 M10 80 26 21 31 PA-GF

AF15.1043.0910 M10 90 27 22 31 PA-GF

AF15.1043.1090 M10 109 32 27 31 PA-GF

AF15.1243.0600 M12 60 23 18 29 PA-GF

AF15.1243.0690 M12 70 25 19 31 PA-GF

AF15.1243.0800 M12 80 26 21 37 PA-GF

AF15.1243.0910 M12 90 27 22 37 PA-GF

AF15.1243.1090 M12 109 32 27 50 PA-GF

AF15.1443.0800 M14 80 26 21 40 PA-GF

AF15.1443.0910 M14 90 27 22 40 PA-GF

AF15.1443.1090 M14 109 32 27 50 PA-GF

AF15.0443.0270 M4 27 14 10 20 PA-GF

AF15.0543.0270 M5 27 14 10 20 PA-GF

AF15.0543.0400 M5 40 18 16 20 PA-GF

AF15.0643.0270 M6 27 14 10 20 PA-GF

AF15.0643.0400 M6 40 18 16 27 PA-GF

AF15.0643.0500 M6 50 20 15 24 PA-GF

AF15.0843.0400 M8 40 18 16 27 PA-GF

AF15.0843.0500 M8 50 20 15 23 PA-GF

AF15.0843.0600 M8 60 23 18 30 PA-GF

AF15.0843.0690 M8 70 25 19 30 PA-GF

AF15.0843.0800 M8 80 26 21 31 PA-GF

AF15.0843.0910 M8 90 27 22 30 PA-GF
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