
Sensing element with actuating bolt (BB11)

Description

Material:

   ·body: free cutting steel, blackened;

   ·nut: steel, black (ISO 4035);

   ·actuating bolt: steel, nitrided, black;

   ·spring: stainless steel.

Characteristics:

   ·spring plunger with position sensing by means of an actuating bolt (which is protected against rotating) suitable for multiple applications;

   ·at the fastening thread of the actuating bolt, a switching element can be fitted which is secured against rotating and suitable for all commonly used 

switches;

   ·type 1: tip round; type 2: tip pointed; type 3: tip with connection thread;

   ·F1(N) and F2(N) in the table is the average statistical value of the spring force.

Article Code D1 L3 D D2 L L1 L2 L4 r F1(N) F2(N) SW SW1 Type Material

BB11.1009.0000 M10 8 M3,0 59 35 11 2,30 5,0 9,0 4 4,6 1 Steel

BB11.1009.0010 M10 8 M3,0 59 35 11 5,0 9,0 4 4,6 2 Steel

BB11.1009.0020 M10 8 M3,0 M3,0 59 35 11 5 5,0 9,0 4 4,6 3 Steel

BB11.1209.0000 M12 10 M4,0 68 38 14 2,90 5,1 11,0 5 5,8 1 Steel

BB11.1209.0010 M12 10 M4,0 68 38 14 5,1 11,0 5 5,8 2 Steel

BB11.1209.0020 M12 10 M4,0 M4,0 68 38 14 6 5,1 11,0 5 5,8 3 Steel

BB11.1609.0000 M16 12 M5,0 78 42 16 3,50 7,5 13,8 6 6,9 1 Steel

BB11.1609.0010 M16 12 M5,0 78 42 16 7,5 13,8 6 6,9 2 Steel

BB11.1609.0020 M16 12 M5,0 M5,0 78 42 16 7 7,5 13,8 6 6,9 3 Steel

BB11.0809.0000 M8 6 M2,5 50 32 9 1,75 4,1 7,6 3 3,5 1 Steel

BB11.0809.0010 M8 6 M2,5 50 32 9 4,1 7,6 3 3,5 2 Steel

BB11.0809.0020 M8 6 M2,5 M2,5 50 32 9 4 4,1 7,6 3 3,5 3 Steel
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